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“GLOBE” Digital Ammeter and  

Digital Voltmeter 
Made in China  

 
Digital Ammeter and Digital Voltmeter  
“Globe” Brand, Digital Ammeter and Digital Voltmeters. Injection moulded in a robust plastic case, these digital ammeter and digital 
voltmeter feature inherent strength and resilience coupled with attractive, modern styling and practicality. The liquid crystal display 
has 13mm high digits and features an indication of polarity and low-battery. The display has a wide field of view unobscured by 
trailing leads. Two colour - coded 4mm sockets, battery included. 
The units are designed to withstand rigorous use and will survive impact with the floor should they be accidentally knocked off a 
bench. Each meter has an accuracy of +/- 0.1% of full scale, +/- 1 digit. 

 
 
Digital Voltmeter  
 
 Model PA-201  Model PA-202  
Description 20V d.c. Voltmeter 2V d.c. Voltmeter 
Range 0-19.99V d.c. 0-1.999V d.c. 
Resolution 10mV 1mV 
Input resistance 10M�  10M�  
Electrical supply ----- Battery, 9V, 6LR61 (PP3) type --- 
Dimensions, mm ---------- 140 x 100 x 90 ------------- 
  

 
PA-201 & PA-202 

 
Digital Ammeters  
 
 Model PA-211  Model PA-212  
Description 10A Ammeter 2A Ammeter 
Range 0-10.00A d.c. 0-1.999A d.c. 
Resolution 0.01A 1mA 
Overload 2 x full scale Fused 
Input resistance 0.01�  0.1�  
Electrical supply --- Battery, 9V, 6LR61 (PP3) type -- 
Dimensions, mm ---------- 140 x 100 x 90 ------------- 

 
PA-211 & PA-212 

 
 
Digital Ammeters  
 
 Model PA-213  Model PA-214  
Description Milliammeter Microammeter 
Range 0-199.9mA d.c. 0-199.9uA d.c. 
Resolution 0.1mA 0.1uA 
Overload Fused 10 x full scale 
Input resistance 1�  1000�  
Electrical supply ----- Battery, 9V, 6LR61 (PP3) type --- 
Dimensions, mm ---------- 140 x 100 x 90 ------------- 
  

 
PA-213& PA-214 
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 “GLOBE” Biological Microscopes  Made in China  

 
       BINOCULAR MODEL           MONOCULAR MODEL   

  
MODEL HKS-16 MODEL HKS-15 

 
Model  HKS-16 HKS-15 

Viewing Head: Inclined at 30 deg. and rotatable through 360 deg. 
(Binocular model) 

Inclined at 45 deg. and rotatable through 360 deg. 
(Monocular model) 

Eyetube: 
Right side is provided with a graduated dioptre 
adjustment, interpupillary distance is adjustable 

between 55mm and 75mm 
Nil 

Plan Eyepieces: 
WF10X (wide field of view dia. 18mm) 

Optional eyepiece WF16X (field of view dia. 11mm) 

DIN Achromatic 
Objectives: 

Objectives are full size DIN standard, coated glass optics, parfocal, color coded 4X, 10X, 40X (spring) & 
100X oil (spring) in quadruple nosepiece. 

Magnification: 40X-1000X(standard) 
40X-1600X(with optional WF16X eyepiece). 

Mechanical Stage: Built-in mechanical stage, rectangular size: 125mm x 130mm, Moving range: 30mm x 60mm. 

Condenser: Abbe condenser N.A. 1.25 with adjustable iris diaphragm and 30mm diameter filter tray. The condenser 
focusing by substage rack and pinion device. 

Focusing Movement: Coaxial coarse and fine focus adjustment: range 20mm, fine focus 3mm 
Light Source: Built-in LED illuminator, adjustable brightness, with a charger (110V or 220V) and 3 rechargeable batteries 
Case: Wooden case with vinyl dust cover, with lock and key 
 

** Specification subject to change without prior notice ** 
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“GLOBE” Economy Electronic Balance 

and Laboratory Jack 
Made in China  

 
Economy Electronic Balance  

 
CS202 200g x 0.01g 
EB302 300g x 0.01g 

CS2001 2000g x 0.1g CS5000 5000gx1g 

Specification: 

Model CS202 EB302 CS2001 CS5000 
Capacity 200g 300g 2000g 5000g 

Readability 0.01g 0.01g 0.1g 1g 
Weighing Units g, g/m2, oz, oz/yd2 g, ct, oz, dwt kg, g, lb, oz 
Platform Size � 100 mm/ � 4” 145 x 145 mm / 5.6” x 5.6” 
Wind Shield Supplied Not Supplied 

Power 110/220V AC Adaptor* (Supplied) OR 6 x AA Battery (Not Supplied) 

Dimension Main Body Size: 145 x 210 x 40 mm / 5.6” x 8.2” x 1.6” 
Wind Shield Size: 145 x 145 x 120mm / 5.6” x 5.6” x 4.6”(CS202 & EB302 ONLY) 

Weight Approx. 1kg/2.2lb  
Working Temperature 0 ~ 40�:  

* Please specify voltage when order 
 
Laboratory Jack  

 
Model LJ-1, size: 120 x 140 mm. Approx. closing height: 65 mm, maximum height: 240 mm 
Model LJ-2, size: 100 x 100 mm. Approx. closing height: 45 mm, maximum height: 140 mm 
Model LJ-3, size: 150 x 150 mm. Approx. closing height: 70 mm, maximum height: 260 mm 
Model LJ-4, size: 200 x 200 mm. Approx. closing height: 65 mm, maximum height: 260 mm 
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“GLOBE” Metric Weight Set And  

Slotted Weight & Hanger 
Made in China  

 
METRIC WEIGHT SET 
Metric Weight Set, A nice set of quality weights is stored in a high impact open molded plastic hinged box. 1gram and over are in 
bottle shaped, brass made and complete with forceps. All fractional weights are copper and aluminum made. 

 
Weights set of 16 pcs, model 
PA-92B, each set includes 1 x 

1gm, 2 x 2gm, 1 x 5gm, 2 x 
10gm, 1 x 20gm, 1 x 50gm, 

Fractional weights include 1 x 
10mg, 2 x 20mg, 1 x 50mg, 1 x 
100mg, 2 x 200 mg, 1 x 500mg. 

Total 101.1 gram. 

 
Weights set of 9 pcs, model 

PA-92B-1, each set includes 1 x 
1gm, 2 x 2gm, 1 x 5gm, 2 x 10gm, 
1 x 20gm, 1 x 50gm, 1 x 100gm. 

Total 200gram. 

 
Weights set of 8 pcs, model 
PA-92B-3, each set includes 
1 x 1gm, 2 x 2gm, 1 x 5gm, 2 
x 10gm, 1 x 20gm, 1 x 50gm. 

Total 100gram. 

 
Weights set of 10 pcs, model PA-92B-4 , 

each set includes 1 x 1gm, 2 x 2gm, 1 x 
5gm, 2 x 10gm, 1 x 20gm, 1 x 50gm, 1 x 

100g and 1 x 200g. Total 400gram. 

 
Weights set of 12 pcs, model PA-92C-1 , 

each set includes 1 x 1gm, 2 x 2gm, 1 x 
5gm, 2 x 10gm, 1 x 20gm, 1 x 50gm, 2 x 
100gm, 1 x 200gm and 1 x 500gm. Total 

1,000gm. 

 
Weights set of 13 pcs , model 
PA-92D-1, each set includes 1 x 

1gm, 2 x 2gm, 1 x 5gm, 2 x 
10gm, 1 x 20gm, 1 x 50gm, 2 x 
100gm, 1 x 200gm, 1 x 500gm 

and 1 x 1000gm. Total 2,000gm. 
 
SLOTTED WEIGHT & HANGER  
Slotted Weights, economical solid stainless steel, flat, with large central hole and small slot to prevent masses sliding off hanger. 
For general lab use at the junior and senior school level. Each marked with its weight. 

  

Model   Model   
PA-90S 
PA-91S 
PA-91AS 
PA-92S 

10 gm  
20 gm 
50 gm 
100 gm 

PA-85AS 
PA-85BS 
PA-85CS 
PA-86S 
PA-87S 
PA-88S 
PA-89S 

1 gm 
2 gm 
5 gm  
10 gm 
20 gm 
50 gm 
100 gm 

  
PA-85AS to PA-89S 

 
PA-90S to PA-92S 

 

Weight hanger for use with slotted weights, stainless steel. The hanger marked with its weight. These weight handers will only work 
with the slotted weights as listed and might not work with any other brand. 
 


